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WATER ENGINEERING _
STANDARD SUPPLEMENTARY SPECIFICATION PRECAST CONCRETE MANHOLES

Section 02082 S

PRECAST CONCRETE MANHOLES

The following supplements modify Specification Section 02082 - Precast Concrete
Manholes Standard Specification and Details. Where a portion of the Specification or
Detail is modified or deleted by this Supplementary Specification, the unaltered portions of
the Specification shall remain in effect.

1.02 MEASUREMENT AND PAYMENT:

1. Delete the last sentence of Paragraph A.1 and A.3 and replace with the
following:

“Manholes for water lines are measured from top of cover to inside base.”
2. Delete Paragraph A.7.
3.10 BACKFILL: Delete paragraph A and replace with the following paragraph A:

A. Place and compact backfill materials in area of excavation surrounding manholes
in accordance with the requirements of Section 02317 - Excavation and Backfill
for Utilities.

DETAIL 2082-02: Delete sentence Number 9 under NOTES.
DETAIL 2082-03: Delete sentence Number 10 under NOTES.

DETAIL 2082-08: Delete sentence Number 3 under NOTES.

END OF SUPPLEMENT

Approved by:

Hamlet Hovsepiah, P.E. Date
Assistant Director
Engineering and Construction Division
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